NORTH CAROLINA ADMINISTRATIVE CODE
TITLE 13 - DEPARTMENT OF LABOR
CHAPTER 7~ OCCUPATIONAL SAFETY AND HEALTH
SUBCHAPTER 07F — STANDARDS
SECTION .0600 - COMMUNICATION TOWER STANDARDS

13 NCAC 07F .0601 SCOPE AND APPLICATION

(a) The rules in this Section contain requirements for policies, procedures, and safe work practices to protect
employees throughout North Carolina from the hazards of working on communication towers during construction,
alteration, repair, operation, inspection, and maintenance activities.

(b) A communication tower is defined as any tower over six feet in height that is used primarily as an antenna or to
host one or more antennas. Where the communication tower is affixed to another structure, such as an electrical
transmission tower, church steeple, building rooftop, or water tower, the applicable part of any controlling regulation
for protection of employees (e.g., 29 CFR 1910.268, 29 CFR 1910.269 and 29 CFR 1926 Subpart V for transmission
towers) shall apply up to the point of access to the communication tower. Thereafter, the provisions of this Section

shall apply.
(c) The rules in this Section shall not apply to communication towers that are mounted on motor vehicles.

History Note:  Authority G.S. 95-131;
Eff February 1, 2005.

13 NCAC 07F .0602 DEFINITIONS
In addition to the definitions set forth in 29 CFR Part 1910 and 29 CFR Part 1926, the following definitions apply

throughout the rules in this Section:
(1) Acceptable Conditions for Access mean the conditions that must exist before the employer grants
permission for construction, alteration, repair or maintenance work to be performed on a
communication tower. These conditions include the following:

(a) Work under the control of a work safety program meeting the requirements of the Rules
in this Section; and,
M) Work where an accumulation of snow, ice or other slippery material is not present, except

as necessary for the inspection or removal of such material;

() Notwithstanding the prohibitions. outlined in Sub-item (1)(b) of this Rule, if tower
emergency maintenance work must be performed where there is an accumulation of
snow, ice or other slippery material, the employer shall implement safe work practices
(equipment, practices and procedures) that address the hazards known to be associated
with tower work to minimize the associated risk to employees while working on the
tower structure and the support structure to which it is affixed, where applicable.

2) Climbing Facility means a component specifically designed or provided to permit access to the
tower structure, such as a fixed ladder, step bolt, or other structural member.
3) Competent Person means a person who is trained to identify existing and predictable hazards in

the surroundings or working conditions that are hazardous or dangerous to employees, and who
has authorization from his employer to take prompt corrective measures to eliminate them,
including halting the work as required by the rules in this Section.

@) Elevated (High Angle) Rescue means the process by which methods and equipment are utilized in

: order to gain access to and egress from the location of an injured employee(s) on the tower
structure, and lower both the injured employee(s) and the rescuer(s) to the ground safely.

5) Fall Protection Equipment means the personal equipment that employees utilize in conjunction
with 100% fall protection systems, including connectors, body belts or body harnesses, lanyards
and deceleration devices. :

6) Ladder Safety System means an assembly of components whose function is to arrest the fall of a
user, including the carrier and its associated attachment elements (e.g., brackets, fasteners), the
safety sleeve, and the body support and connectors, wherein the carrier is permanently attached to
the climbing face of the ladder or immediately adjacent to the structure.
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